NEEDLE VALVE FEATURES & OPTIONS

: falve Feg

- Non-rotating stem prevents galling and scoring

= Four stem styles:
*Vee sMelering
«Regulating sMicro-Metering

- 17-4PH Stem for longer service lile, 316 wened pars are also
available by specilying option -316WP

- Glass-filled packing for temperatares 1o G00°F (315°C)

= Integral through holes for bruckel mounting, a panel-mounting
option s also available

- Wide range of options allow customizing of valve

- Positive gland locking device '

LR RS
Materi Constructi | _
Standard materials of construction include 316 cold-worked stainless | <
steel, 17-4PH, and glass-filled teflon. All BuTech equipment may H

also be produced in any machinable metal. Some of the more
common exodic materials used are:
Hastelloy™™
Incone] ™
AT | =,
litanium (I
Monel 4™ S
J‘.] .:J;‘Il..llu.r

Packing and Stem Materials

(iR Grafoil packings lor service (o ROODPTT (42640

-TFE Virgin Teflon packing

SIEWE 316 wened parts

-STS Stellite tipped stem

=SRS5S Stellite replaccable sem (Replaceable seat valves only)

Handle Options

-PH Round plastic handle in plice of alominum {(available on 147 through 9/16" sizes)

=55 Stamnless steel handle in place of aluminum (available on 1/4° lhmut_'h OF16™ sizes, on 34" and 17 58 is standard)
-EXT_ Handle extended above valve body, specify number of inches of exira height desired (Ex: EXT6 15 a 6" extension)

Security Options
=HIL.I Handle locking device (prevents unauthorized openingfelosing of valve)
=SLD Stem locking device (prevents stem from turning due 1o vibration)

Extreme Service

-AVG Anti-vibration plands instead of standurd glands for applications with excessive vibration or shock

-2 Cleaned or oxygen service

-1 Extended stwiffing box, graphite packing, and materials for high-temperature service Lo 1200°F (6458°C)

-HTF Finned extended stuffing box, graphile packing, and materials for high-temperature service to 1 200°F (64870)
-LT Extended stulling box, weflon packing, and malerials for cryogenic seevice o -423°F (-251°C)

-LTF Finned extended stulling box, tefon packing, and materials for eryopenic service to -423°F (-2517C)

Panel Mount
-PM Panel-mount packing glaml for single-hole mounting

All dimensions are for relerence only and are 'l-lll,lj(’l_'l. 1o clonge

Dimensions i parcntheses ane mullbmelers (mm). [S{] g["]l
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